
Subpart F—Special Requirements for Barges

Source:   Amdt. 176–8, 44 FR 23228, Apr. 19, 1979, unless otherwise noted. 

§ 176.95   Applicability.

The requirements prescribed in this subpart are applicable to the transportation of packaged hazardous materials on board barges. 
The requirements prescribed elsewhere in this subchapter for vessels similarly apply, except as provided in this subpart, to the 
transportation of packaged hazardous materials on board barges.

§ 176.96   Materials of construction.

Barges used to transport hazardous materials must be constructed of steel.

[Amdt. 176–30, 55 FR 52695, Dec. 21, 1990]

§ 176.97   Prohibition of dump scows.

Dump scows are barges having cargo carrying compartments of the hopper type and fitted with a bottom dump or a side dump. 
This type of barge is prohibited from the carriage of any class of hazardous material.

§ 176.98   Stowage of hazardous materials on board barges.

A material for which “on deck” stowage only is required by column (10) of the Hazardous Materials Table (§172.101 of this 
subchapter) may be stowed “under deck” on unmanned barges.

[Amdt. 176–8, 44 FR 23228, Apr. 19, 1979, as amended by Amdt. 176–30, 55 FR 52695, Dec. 21, 1990]

§ 176.99   Permit requirements for certain hazardous materials.

The permits required by §§176.100 and 176.415 for loading, unloading, and handling Divisions 1.1 and 1.2 (explosives) materials, 
Division 1.5 materials, ammonium nitrate and certain ammonium nitrate mixtures and fertilizers must be obtained before these 
materials may be loaded on, unloaded from, or handled on board a barge or barge-carrying vessel. However, a barge loaded with 
these materials being placed on, removed from, or handled on board a barge-carrying vessel is not subject to these permit 
requirements.

[Amdt. 176–30, 55 FR 52695, Dec. 21, 1990, as amended at 56 FR 66282, Dec. 20, 1991; 66 FR 45384, Aug. 28, 2001]
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